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NOT JUST A LINE OF PREMIUM CLAMPS 


Allsteel, quick sliding L-Clamps. One 
size handles a wide range of metal- 
working applications. 


A "square throat" design, offering 
37% more capacity than standard 
deep throat C-Clamps. 


A C-Clamp series with special fea- 
tures forthe welder, including plated 
spindles for spatter resistance. 


Super fast Lever Clamp. Available 
in three styles. Adaptable to drill 
press tables with T-bolts. 


Hold geometric shapes individually 
or in bunches with a superior grip- 
ping design. 


Complete versatility for clamping 
extra wide workpieces. Especially 
suited to woodworking applications. 


| 


See Safety Information On Page 23. 


Cam Action Lever Clamp for short 
run production. Makes repostioning 
simple. 


A C-Clamp for demanding indus- 
trialand construction work. Includes 
tough, heavy duty spindle. 


Ageneral purpose clamp for wood- 
working andlight duty requirements. 
Extra reach capacity. 


RKHOLDING APPLICATIONS 


90° angle clamping made simple. 
Self-centering jaw conveniently 
handles materials of different sizes. 


ANGLE CLAMP 
SEE PAGES 8 & 9 


Built to stand up to wrench - tighten- 
ing, extreme force, in heavy indus- 
| @ trial applications. 


pd | 


EXTRA HEAVY DUTY 


"0" SERIES C-CLAMPS 
SEE PAGE 16 


The "convenience" tool. For appli- 
cations where a fast, easy grip is 
required. 


SPRING CLAMP SERIES 
SEE PAGE 22 


Wilton's most popular clamp. Regu- Regular duty, standard throat with 
lar duty, extra deep throat. Wilton allthe Wilton extras, including a drop- 


innovation comes standard. forged quality frame. 


400 SERIES C-CLAMPS 800 SERIES C-CLAMPS 
SEE PAGE 12 SEE PAGE 13 
The only economically priced Ribbed, ductile iron clampsin 3 versa- 
clamp with Wilton innovation built- tile configurations. Popular in light 
in. metal production and fabricating . 


540 SERIES C-CLAMPS LIGHT / MEDIUM DUTY SERIES 
SEE PAGE 17 C-CLAMPS 
SEE PAGE 18 


30 [Vex 


Additions to Wilton's line of 
Premium Clamping Tools! 


See Safety Information On Page 23. 
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All-steel clamp is hardened, 
spring tempered and zinc plated. 


Replaceable Perma-Pads- 


Specially designed and treated 6400 & 6500 Models 
steel spindle ishardened with rolled use Wilton exclusive 
thread. Wear and weld spatter re- Perma-Pads’ that 
sistant. swivel up to 20°, dis- 
tributing even clamp- 
ing pressure safely. 


[_] Wilton All-Steel L-Clamps 


Wilton all-steel sliding L-Clamps allow you to save time and increase perfor- 
mance in the shop. The rapid acting arm slides into place for quick tightening, 
and is removed just as easily, making repositioning simple. A single L-Clamp 
handles a wide variety of work sizes and shapes, resulting in fewer clamps 
needed for each job. 


L-CLAMP SERIES 


The all-steel hardened and spring tempered design offers excellent strengths, 
and is galvanized for lasting corrosion resistance. Spindles are fabricated of 
hardened steel with a rolled thread for resistance to wear, and specially 
coated to protect against weld spatter. The screw is then capped with Wilton 


Perma-Pads®, which tilt up to 20° to safely accommodate angular workpieces. 


Clamp arm quickly slides into 
place for rapid tightening. 


See Safety Information On Page 23. 


THE L-CLAMP DESIGN The generous throat depth in a single 


clamp accommodates a variety of 


PROVIDES TWO KEY BENEFITS: clamping needs. Available in opening 


capacities of 6" to 60". 


e @ Speed 


m The economy of a single tool for 
a wide range of workholding 
requirements 


EXACTLY THE TWO KEY ELEMENTS 
THAT MAKE METAL FABRICATION 
AND WELDING SHOPS SUCCESSFUL. 


Short spindles eliminate the possibility of 
Substantial clamping power, up to 4800 bending or "walking" associated with 
proof test lbs. on heavy duty models. longer screws. 


Nominal Nominal Nominal Nominal 
Catalog UPC Nominal Throat Rail Clamping Spindle Weight 
Number Number Opening Depth Size Pressure/Ibs. Diameter Ibs. 


LIGHT DUTY L-CLAMPS 


6306 63001 6" 3° 5/8" x 5/16" 500 '/2" 2 
6308 63002 8" 4" 3/4" x 3/8" 500 5/8" 2 
6310 63003 10" 43/4" 7/8" x 7/16" 500 5/8" 23/4 
6312 63004 12" Bla" Tx 8/32" 500 3/4" 4 
6316 63005 16" 43/4" Tx 8/39" 500 3/4" 4'/2 
6320 63006 20" 43/4" 1"5¢ 8/39" 500 3/4" 43/4 
N ew 6324 63007 24" 43/4" 18% S/o" 500 3/4" 51/2 
1y—— | 6332 63008 32" 43/4" "/16" x 1/2" 800 3/4" 69/4 
6340 63009 40" 43/4" 1/16" x '/2" 800 3/4" 8 
6348 63010 48" 43/4" 7/16" x '/2" 800 3/4" 9'/2 
REGULAR DUTY L-CLAMPS 
6410 63012 10" 43/4" "3716" x 9/16" 2600 13776" 51/2 
6412 63013 12" 43/4" "3/16" x 9/16" 2600 13/16" 6'/4 
6420 63014 20" 43/4" "3/16" x 9/16" 2600 13776" 7/4 
6432 63015 32" 43/4" "3/16" x 9/16" 2600 13/76" 9'/4 
Ww 6440 63016 40" 43/4" '3716" x 9/16" 2600 13716" 10°/4 
Z 6448 63017 48" 43/4" "3/16" x 9/16" 2600 13/16" ]2'/2 
_— 6460 63018 60" 43/4" "3/16" x 9/16" 2600 3/16" 14'/4 


HEAVY DUTY L-CLAMPS 


N W 6512 63019 12" e 19/16" x 3/4" 4800 7/8" 12 
Ow _ 6516 63020 16" 7" 19/16" x 3/4" 4800 7/8" 13'/4 
@ _— 6520 63021 20" va 19/16" x 3/4" 4800 7/8" 14'/2 
6524 63022 24" 7" 19/16" x 3/4" 4800 7/8" 15'/2 

N Ww 6532 63023 32" 7" 19/16" x 3/4" 4800 7/8" 173/4 

Z 6540 63024 4o" 7" 19/16" x 3/4" 4800 7/8" 20 
6548 63025 48" ha 19/16" x 3/4" 4800 7/8" 22'/2 

6560 63026 60" Ca 19/16" x 3/4" 4800 7/8" 25!/2 


See Safety Information On Page 23. 


LEVER CLAMP SERIES 


RATCHET ACTION 6600 SERIES 


The 6600 Series is a valuable tool in the fabrication and assembly process with a ratchet 
mechanism that allows you to select the proper amount of clamping force, which is proportional 
to handle travel. This design provides unmatched speed and ease. Four sizes (8" - 20") 


[_] SUPER QUICK ACTING LEVER CLAMPS 


The quick action of a lever in four different clamp styles 

Quick lever action makes this series of clamps the ultimate in convenience for 
the metalworking trades. Clamp set-up time can be reduced by as much as 
70-80% by simply sliding the movable arm into position and setting the locking 
handle. Applications where frequent repositioning is required, can be stream- 
lined with any of four varieties: Standard Ratchet Action, Ratchet Action with 
Offset Handle, Machine Speed Clamp, and Standard Cam Action. 


All Wilton Lever Clamp arms and rails are manufactured of drop-forged 
steel, spring tempered, and hardened for maximum durability. The tool is 
then galvanized to resist corrosion, including the pressure plate. Ergonomi- 
cally shaped handles make the clamps comfortable to work with. 


RATCHET TYPE LEVERS Ratchet mechanism prevents 
overloading and resists vibration 


Quick release trigger on 
ergonomically shaped handle 


Position of handle relates to 
pressure applied 


i i Ss, 
Hardened and spring tempered arm quickly 
slides into position 
See Safety Information On Page 23. 


RATCHET ACTION WITH OFFSET HANDLE 
6700 SERIES 
The 6700 Series offers all the features of the 6600 
models with the extra benefit of an offset handle 
for operator convenience in limited spaces. 
Three sizes (6" - 12") 


Catalog UPC 
Number Number 


Nominal 
Opening 


MACHINE SPEED CLAMP 
6900 SERIES 


Particularly suited to milling or drilling tasks, 
the 6900 Series includes all the features of the 
ratchet action 6600 models, with the addition 
of amalleable iron base for adapting the tool 
to any machine equipped with a T-slotted 
table. Can be rotated 360°. Two sizes (6" - 8") 


Nominal Nominal 
Throat Rail 
Depth Size 


Nominal 
Clamping Weight 
Pressure/Ibs. Ibs.. 


LEVER CLAMP/RATCHET ACTION - STRAIGHT HANDLE - 6600 SERIES 


6608 63031 8" 4 3/4" x 3/8" 1000 2'/4 
e 6610 63032 10" 49/4" 7/8" x 7/16" 1250 31/2 
jy 6612 63033 12" 5!/2" 1"'x 15/32" 1750 5'/4 
6620 63034 20" 43/4" 1"'x 18/30" 1750 6 
LEVER CLAMP/RATCHET ACTION - OFFSET HANDLE - 6700 SERIES 
e@ Ww 6706 63035 6" 3° 3/4" x $/16" 440 1/4 
Z 6708 63036 10" 4" 3/4" x 3/8" 1000 2'/4 
6712 63037 12" 5!/2" "x 115/32" 1800 51/4 
LEVER CLAMP/RATCHET ACTION - MACHINE SPEED CLAMP - 6900 SERIES 
Now 6906 63038 6" 3" §/8" x °/16" 1000 1'/2 
|Y—— 6908 63039 8" 4" 1x '8/go" 1900 5'/4 


Catalog UPC Nominal 
Number Number Opening 
e@ LEVER CLAMP/CAM ACTION - 6800 SERIES 
6806 63027 6" 
6808 63028 8" 
Z 6812 63029 12" 
6820 63030 20" 


CAM ACTION LEVER 
6800 SERIES 


Simplicity and speed make this tool ideal for general 
purpose metalworking, offering significant time sav- 
ings Over adjusting clamp screws. Just slide the move- 
able arm to the workpiece and press handle to exert 
desired clamping pressure. Functions even quicker 
than ratchet action types. Four sizes (6" - 20") 


Nominal Nominal 
Throat Rail 
Depth Size 


Nominal 
Clamping 
Pressure/Ibs. 


3 5/8" x 5/16" 500 V/2 
4" 3/4" x 3/8" 500 A'/2 
43/4" We" x 1/2" 800 A'/2 
43/4" Wire? x la" 800 5'/2 


See Safety Information On Page 23. 


Spindle pivots, automatically providing an 
accurate self-centering grip, and is copper 
plated for weld spatter resistance. 


Wilton 90° angle clamps take the set-up time and effort out of metalworking 
applications that involve holding material for right angle joining, assembling, 
welding or grinding. Aself-centering jaw quickly adjusts to clamp workpieces, 
even accommodating pieces of different sizes. Soeed, safety and accuracy 
are the key benefits that this clamping innovation brings to your shop. 


The 90° angle clamp is made of high quality cast iron and is zinc plated. The 
spindle, which automatically pivots for an accurate 90° grip, is also copper 
plated to resist weld spatter. Slotted holes are provided in the base for 
convenient workbench mounting. For added precision, work surfaces, includ- 
ing base, are milled. 


See Safety Information On Page 23. 


A TOOL FOR TAKING PRODUCTION 
MAN-HOURS OUT OF THE METAL 
FABRICATION PROCESS 


90° angle clamping is simplified, requiring only 
one person, and less than one minute. The same 
task, using conventional clamps typically requires 
several clamping tools, and substantially more 
set-up time. 


The Wilton Angle Clamp securely holds mitered 
workpieces, allowing the pre-assembly of weld- 
ing or drilling tasks to be accomplished safely. 


When mounted on a table, the angle clamp may 
even be used as a jig/fixture, particularly for re- 
petitive tasks such as grinding and welding right 


angled joints. 
e@ Catalog UPC Capacity Jaw Jaw Shipping 
Number Number Miter Height Length Weight Lbs. 
N. ew AC-325 64000 3" faa" 18/8" 4'/s" 8'/2 
Be ee 


See Safety Information On Page 23. 
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A Few Words on the Qualities that make 
Wilton Brand C-Clamps Premium Tools 


See Safety Information On Page 23. 


Frame Geometry 

Wilton engineers develop the maximum form and function 
potential of each clamp style through the technology of 
computer aided design and research. As a result, today's 
C-Clamp frame geomentry allowshigher proofteststrength, 
with greater throat depth and lower overall weight. These 
features translate into a tool that is easier to handle, 
reducing fatigue. 


Optimum hardening of the frames is achieved though a 
precisely controlled heat treating process, and then followed 
up with a scanning evaluation, verifying metal structure. This 
makes Wilton C-Clamps the best in the business. The only 
improvement left is a guarantee. And Witton C-Clamps are 
guaranteed against breakage. 


Perma-Pad | 

Wilton exclusive Perma-Pads®, swivel and adapt 
toangularworkpieces. Asteelretaining ring holds 
the pad in place on the ball end of the screw, 
allowing it to swivel and exert even pressure on a 
clamped part. Perma-Pad® swivels are also guar- 
anteed never to come off during normal usage. 


This design outperforms crimped pads on ordi- 
nary C-clamps which may pop-off during use. 
Pads and spindles can be easily repaired in the 
field wnen damaged by grinding or welding. 


Through Hardened Spindle 

Through hardened steel spindles are precision cut, single 
lead, ACME threaded. The benefit of this attention to detail is 
the continuous smooth operation of your clamp, which is 
enhancedby a state-of-the-art dry lubrication atthe factory. 


Heavy Duty and Extra Heavy Duty models utilize spindles 


fabricated of square, cold drawn alloy steel, and threaded 
modified National Coarse. 


See Safety Information On Page 23. 


State-of-the-Art frame design, 
stronger and deeper throat depth 


[_] 400 SERIES Regular Duty, Extra Deep Throat 


Wilton's number one C-Clamp series, the 400 model, is one of the most widely 
used clamping tools throughout the metalworking industry. The extra deep 
throat accomodates a wider range of applications than a conventional 
profile clamp, and that translates into value. 


Provided in individual boxes, and enamel finished, Wilton 400 Series C-Clamps 
are drop-forged high quality tools. The tensile strength of these clamps is 
maximized, as are all Wilton C-Clamps, through optimum frame geometry. 
Additionally, all precision cut, single lead ACME threaded spindles are hard- 
ened and equiped with Wilton exclusive Perma-Pads®. 

Also available in Welder's Series (page 19). 


400 SERIES C-CLAMPS 


Minimum Shipping 


Catalog UPC Throat Spindle Proof Test Weight 
Number Number Capacity Depth Diameter Lbs. Lbs. 
402 14214 0" - 2'/s" 2'/a" 9/16" 3500 1°/8 
403 14228 0" - 3" 2'/2" 9/16" 3500 2'/4 @ 
404 14242 QO" - 4'/2" 3!/a" 3/4" 6200 33/4 
406 14256 O"-6'/is" — 4!/s" 3/4" 6900 §\/2 
408 14270 0" - 81/2" 5" 3/4" 6600 6’/s 
410 14284 2"-10'/s" 6" 3/a" 8000 10'/4 
412 14298 2°-12'/a" 65/16" 7/8" 9300 14°/s 


See Safety Information On Page 23. 


[ ] 800 SERIES Regular Duty, Standard Throat 


800 series C-Clamps are recommended for regular duty work, not requiring 
unusual throat depth, and include all the classic Wilton extras. Minimum proof 
test strengths indicate the toughness of this model, while a low overall weight 
ratio makes them light enough for comfortable production line use, all day. 


These clamps are equipped with Perma-Pads® guaranteed not to come off in 
normal use, and all the extras that make Wilton clamping products last. All 800 
series tools are drop-forged and finished in gray enamel. 


Also available in Welder's Series (page 19). 


812 14798 1'/s" - 12" 37/8" 3/4" 8000 12 


See Safety Information On Page 23. 


SdINV1ID-D SAladsaS OOS 


4400 SERIES C-CLAMPS 


ev 
or 508 
oe 


Extra, Extra Throat Capacity 


Specially designed and treated? 
hardened steel spindle, rolled 
thread, wear and weld spatter 
resistant. 


[ ] 4400 SERIES Regular Duty, Square Throat 


The “square throat" design of the 4400 series means capacity. Wilton's 4" 4400 
model offers more throat depth than most conventional 6" clamps, and the 6" 
and 8" models yield 37% more throat depth than standard "deep-throat" c- 
clamps. In other words, they solve the problems that most other c-clamps can 
not handle. 


Wilton's forged steel frames are guaranteed against breakage. Standard, 
through-hardened steel spindles, have the strength to resist bending and also 
include Wilton exclusive Perma-Pads®. All series 4400 clamps are finished in 
gray enamel and are individually boxed. 


Minimum Shipping 


Catalog UPC Throat Spindle  ProofTest Weight 

Number Number Capacity Depth Diameter Lbs. Lbs. 
4404 14350 o"- 4" 4" 3/4" 4100 A°/s 
4406 14375 O"- 6" 5 3/4" 5400 6°/8 


4408 14400 2° =8" 6" 3/4" 5900 10'/2 


See Safety Information On Page 23. 


©) 


Serrated pad is deeply scored 
for a sure bite. 


Grooved anvil is built like a min- 
iature pipe vise. 


[| SLIPNOT SERIES Regular Duty, Extra Deep Throat, or Regular Duty, 
Square Throat 


Rounds, squares, or angles, a Wilton Slipnot® clamp will hold them individually 
or together. A grooved anvil, combined with a deeply serrated Perma-Pad® 
on the spindle, offers substantially increased gripping power. Assembly or 
welding applications, involving different shapes, benefit most from the versa- 
tility and added safety of the clamps resistance to slipping. 


The Slipnot® Series (SE) is available in two basic configurations, Regular Duty, 
Deep Throat 400SE model, and Regular Duty, Square Throat 4400SE model. Of 
course, the "SE" Series includes all the Wilton extras included as standard on the 
models from which they were derived. 

Minimum — Shipping 


SdINV1ID-D SAladaS LONdITS 


Catalog UPC Throat Spindle ProofTest Weight 
Number Number Capacity Depth Diameter Lbs. 


REGULAR DUTY, EXTRA DEEP THROAT 


402SE 15978 0" - 2'/s" 2'/a" 9/6" 3500 18/8 
403SE 15979 0" - 3" Djs" 9/16" 3500 2'/4 
404SE 15980 0" - 4'/2" 31/4" 3/4" 6200 3/4 
A06SE 15981 0" - 6'/16" A'/s" 3/4" 6900 5'/2 
A08SE 15982 0" - 81/4" 5" 3/4" 6600 6’/8 
410SE 15983 2" - 10'/s" 6 3/4" 8000 10!/4 
412SE 15984 2" -12"/a" — 6®/16" te 9300 43/8 
REGULAR DUTY, SQUARE THROAT (This model also available in Welder's Series - page 19) 
4404SE 15986 0" - 4" 4" 3/a" 4100 4°/s 
4406SE 15987 0" - 6" 5" 3/4" 5400 6°/s 
4408SE 15988 2" - 8" 6" 3/4" 5900 10'/2 


| | 100 SERIES Heavy Duty 


Recommended for heavy industrial and 
construction job site demands, the heavy 
duty models are some of the toughest 
products available for their weight to 
strength ratio. 


100 Series model frames are forged of 
superior quality steels. Spindles are turned 
from single pieces of square bar stock, 
and threaded modified National Course 
forsuperior operation underloads. Perma- 
Pads® are standard. Finished in gray lac- 
quer and individually boxed. 
Minimum Shipping 


Catalog UPC Throat Spindle Proof Weight 
Number Number Capacity Depth Diameter Test Lbs. Lbs. 


Wa” fae" 7500 13/4 
2 5/a" 8750 3 
23/8" */8" 10000 43/a 
21/2" 8f4 11250 6°/s 
Q/a" 3a 12500 7/2 
2/a" —3/a 13750 = 9/4 
2’/3" 3a 15000 =—s11’/s 


See Safety Information On Page 23. 


[| "O" SERIES Extra Heavy Duty 


The extra heavy duty models are de- 
signed to stand up to the demands of 
heavy industrial applications like those 
encountered in ship building. With mini- 
mum proof test Ibs. ranging up to 40,000 
lbs., machined, square spindle heads 
stand up to heavy wrench tightening use. 


Special quality steels are utilized in the 
forged construction of the frames, while 
spindles are machined from asingle piece 
of square, cold drawn alloy steel, hard- 
ened and tempered. Available with full- 
capacity (F.C.) spindles at extra charge. 


Minimum Shipping 


Catalog UPC Throat Spindle Proof Weight 


Number Number Capacity Depth Diameter Test Lbs. Lbs. 


2 A510 3/4" - 23/6" 13/4" 3/4" 12500 A/a 
3 14519 '/a" - 33/8" 23/8" 7/8" 16250 7/4 
4 14528 '/2"-4'/2" 23/4" 7/8" = 20000 ~— 10/4 
5 4537 2'/2" -5'/2" 3'/8" 7/8" = 23800 —:13"/4 
6 14546 19/3” - 6'/2" 3/8" -1"/8" ~~ 27600 18 

8 4555 3°/8” - 8'/2" 4'/e" — 1"/8", 31250 = 253/a 
10 14564 5°/s” - 10/2" 4"/e"—1'/e" = 35000) 32/2 
12 14573 77/8" -12'/4" 4'/2" 1"/e" 40000 41" /a 


Minimum Shipping 
Throat Spindle Proof Weight 
Depth Diameter Test Lbs. Lbs. 


Catalog UPC 
Number Number Capacity 


OF.C. 14509 0” -3/4" = 3/4" 3/g" 2800 "2 
TF.C. 14518 O”- 17/16” V/s" 7/16" 5600 ] 
1/2 F.C. 14527. O"- 17/8" 18/e” —8/e” 8750 2 
2F.C. 14536 0" - 29/3" 13/4" 3/4” 12500 A'/4 
3F.C. 14545 0” - 39/8" 23/8" 7/8” 16250 7/4 
4F.C. 14554 0"-4!'/2” 23/4" 7/8" = 20000 ~—- 10/4 
SF.C. 14563 0” -5!/2" 3!'/s"—7/a" = 23800 ~~ 13/8 
6F.C. 14572 0° -6!/2" 38/8” 1"/e" 27500 ~~‘ 18/2 
8F.C. 14581 0”-8!/2" 4's” 1'/a" 31250 26/2 
1OF.C. 14590 0”-10'/2" 4'/s" 1/8” 35000 33"/4 
12F.C. 14599 0” -12!"/4" 41/4" 1"/8" 40000 = 423/4 


@ 


[| 540 SERIES The Only Carriage Clamp with Wilton Innovation 


Recommended for work loads which do not require the additional throat 
depth or strength of Series 400 clamps, nor the force of wrench tightening 
attainable with the "O" Series models. The 540 Series is an economically priced 
tool that does not sacrifice Wilton innovation. 


The frame is constructed of a high tensile, ductile alloy casting, which is the 
same material used on the stress parts of our famous machinist vises. A 


hardened steel spindle and Wilton exclusive Perma-Pads® are standard. 
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Also available in Welder's Series (page 19). 


Minimum Shipping 
Catalog UPC Throat Spindle Proof Weight 


Number Number Capacity Depth Diameter Test Lbs. Lbs. 


540-2'/2 14700 0” -2'/2" 18/8" "/2" 1300 13/4 
540-3 14702 OF +3" 113/16" Yor 1800 VW 
540-4 14704 0* -.4* 2'/8" 5/8" 2600 2'/8 
540-6 14706 0” - 6" 23/4" 5/38" 2800 31/4 
540-8 14708 Q” =8" 311/32" 3/4" 3000 5 
540-10 14710 2° = 10" 3°/8" 3/4" 3800 67/8 
540-12 14712 AP = 12" 4” 3/4" 5000 8'/2 


See Safety Information On Page 23. 


_WILTOXN 
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Deep Throat 
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Medium Throat @ 


[_] LIGHT / MEDIUM DUTY C-CLAMPS 


Recommended for light to medium duty industrial service, Wilton's ductile iron 
cast clamps are heavily used in the aircraft industry. Ideal for use in the 
fabrication of light metals and general purpose applications. The series is 
available in three configurations to cover the widest range of applications: 
Regular Throat, Medium Throat and Deep Throat. 


The cast, ductile iron frames are ribbed to resist strain and deliver a maximum 
size/weight to strength ratio. All-steel screw with full standard thread, and steel 
swivel pads, adjusts freely to accommodate angles. Corrosion resistant plating 
is standard. 


Catalog UPC Throat —_—Spindle Shipping | 
Number Number Capacity Depth Diameter Weight Lbs. | 


LT/MED DUTY SERIES C-CLAMPS 


REGULAR THROAT 
532 14813 2 iP sac 3)/2 
542 14814 2'/2” 13/8” 3/3" 6 
543 14815 3 18/8” 7/16" 8 
MEDIUM THROAT 
531 14816 i" 1'/8” Va" 2'/4 
533 14817 1ya” ys ie” 3'/2 
544 14818 2) /2" 2!/2" 3)? 1] @ 
DEEP THROAT 
536 14819 a 31/2” Ya" 31/2 | 
537 14820 1/2" 31/2" saa 5'/a | 
545 14821 2'/2” 43/4” eis. 23 | 
546 14822 2a" 6/4" 3/3” 28 


See Safety Information On Page 23. 


SERIES 400-P 


Regular Duty, Extra Deep Throat 
same features as 400 Series (page 12) 


SERIES 800-P 


Regular Duty, Standard Throat 
same features as 800 Series (page 13) 


SERIES 4400-SEP 


Square Throat Design with Slipnot® anvil and 
pad, same features as 4400SE Series (page 15) 


SERIES 540-P 


Designed for Strength and Economy 
same features as 540 Series (page 17) 


L_] C-CLAMPS For Welders 


Wilton specially designs C-Clamps for Welders. These clamps are built with all 
the features of the innovative Wilton models from which they were derived, 
and also include anti-spatter, copper plated spindles. 


Minimum Shipping 
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Catalog UPC Throat Spindle Proof Weight 
Number Number Capacity Depth Diameter Test Lbs. Lbs. 
402-P 14215 0” - 2'/s" Dar 9/16" 3500 1°/s 
403-P 14229 0” - 3” 2a" 9/16" 3500 2"/4 
404-P 14243 0” - 4/2" 3a" 3/4” 6200 33/4 
406-P 14257 0” - 6'/16" 4'/s" 3/4" 6900 5!/2 
408-P 1427) 0” - 81/4" 5" 3/4" 6600 6’/8 
410-P 14285 2” - 10"/8” or 3/4" 8000 10'/a 
412-P 14299 2” - 12'fa" 6°/16" 7/8" 9300 149/s 
802-P 14715 Q” - 2” 18/16" 9/16" 2700 Va 
803-P 14729 0” -3 118/16" 9/16" 3000 15/s 
804-P 14743 0” - 4” 29/16" 5/3" 3700 2’/s 
806-P 14757 0” - 6" 2'§/16" °/3" 4500 37/8 
808-P 14771 2° = 8° 37/16" 3/4" 5200 6°/4 
810-P 14785 11/2" - 10” Sofa" 3/4" 6000 83/4 
812-P 14799 far - 12 37/8" 3/4” 8000 12 
4404-SEP 15989 0” - 4" 4” 3/4" 4100 4°/s 
4406-SEP 15990 0” - 6" 5” 3/4" 5400 6°/8 
4408-SEP 15991 2” -8 6” 3/4" 5900 10'/2 
540-2'/2P 14800 0" = 2!/2” 1°/8” V2" 1300 13/4 
540-3P 14802 0” - 3” 13/16" Via" 1800 V'/2 
540-4P 14804 0” - 4’ 2'/8" 5/8 2600 2'/8 
540-6P 14806 0” - 6” 23/4" 5/3" 2800 3'/4 
540-8P 14808 0° - 8" Sls” 3/a" 3000 5 
540-10P 14810 2° = 10° 3°/8” 3/4" 3800 6’/s 
540-12P 14812 4* - 12” 7% 3/4” 5000 8'/2 
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500 SERIES 


For use with any length °/4” pipe. 


520 SERIES 


For use with any length '/2” pipe. 


[_] PIPE CLAMP FIXTURES 


Wilton Pipe Clamp fixtures are an extremely versatile tool, with opening capac- 
ity being limited only by the length of pipe they are mounted on. The clamp foot 
easily slides into place for rapid clamping, which translates into convenience for 
woodworking tasks such as securing glued joints. Available in two sizes: 500 
Series for 3/4" pipe and 520 Series for 1/2" pipe. 


The clamp set includes: frame, spindle, handle, 3/4" or 1/2" threaded tip, and 
slide. Frame, threaded tip, and clamp foot (slide) are cast of ductile iron, while 
a hardened steel cam is utilized in the slide, gripping the pipe automatically at 
any point, and includes an easy trigger release. The spindle is fabricated of cold 
drawn steel with smoothly cut square threads for consistent performance. 
Finished in red, baked enamel. Pipe not included. 


PIPE CLAMP SERIES FIXTURES 


Shipping 
Catalog UPC Screw Clamp Weight Lbs. 
Number Number Diameter Face Per 12 Pack Set 


500 14824 5/3” 13/4" 34 


520 14825 War Tifa" 20 


See Safety Information On Page 23. 


Protective Caps 


Hardened, slip proof 
steel bar. 


Available in a capacity 
range of 8" fo 40" 


a BAR CLAMPS A General Puprose Woodworking and 
Light Duty Tool 


Wilton Bar Clamps fit an economical, multi-purpose, workholding niche as an 
alternative for a wide variety of applications. The throat depth of a bar clamp 
accommodates unusual workpiece spans, common in woodworking. 


Salads dINV1D Avda 


Constructed of a hardened steel rail, and malleable iron cast arms, Wilton Bar 
Clamps yield a substantial 1800 Ib. maximum proof test. Protective caps fitted 
on anvil and pad prevent damage to soft material, while a wooden handle is 
specially designed to facilitate a sure grip. 


Catalog UPC Throat Shipping 

Number Number Capacity Depth Weight Lbs. 
5008 5008 1 0” - 8” 4" 2'/2 
5016 50166 0” - 16” 43/." 4 
5024 50244 0” - 24” 43/4" 4?/3 
5040 50400 0” - 40” 43/4” 6'/a 
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[_] SPRING CLAMPS A Convenience Tool 


The versatility of Wilton Spring Clamps make them a tool of a "thousand-and- 
one" uses. Commonly used in woodworking and laminating, and anywhere 
you can benefit form the soeed and convenience of a fast grip. 


Nickel plating adds to the durability of the Wilton Spring Clamp and resists the 
effects of corrosion. Handles and jaws are poly-vinyl covered for comfort, and 
provide non-marring protection of workpieces. A tempered steel spring 
maintains substantial constant pressure at the jaw tips, while the ergonomic 
shape of the handle makes them comfortable to work with on repetitive tasks. 


SPRING CLAMP SERIES 


Catalog UPC Maximum Opening Overall 
No. NO. Description Between Jaws Length 
_! 634 14900 4" Spring Clamp with ]" 4" 
Protective Handles & Tips 
New 636 14901 6" Spring Clamp with 2 6" 
Protective Handles & Tips 
639 14903 9" Spring Clamp with 3° 9" 
Protective Handles & Tips 


See Safety Information On Page 23. 
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AAWARNING 


* MISUSE OF C-CLAMPS CAN CAUSE SERIOUS INJURY TO EYES, HANDS, 
AND OTHER BODY PARTS. 


* TO ENSURE SAFETY, C-CLAMPS MUST BE SELECTED, INSPECTED AND 
USED PROPERLY. 


* READ, UNDERSTAND AND FOLLOW ALL INSTRUCTIONS AS OUTLINED 
BELOW. 


BEFORE USING C-CLAMPS: 


* SELECT ENOUGH C-CLAMPS OF PROPER SIZE AND CAPACITY TO 
HANDLE JOB BEING DONE. 


* ALWAYS INSPECT C-CLAMPS BEFORE USING. NEVER USE A C-CLAMP 
WITH: 


* BENT, TWISTED, OR CRACKED FRAME 

* BADLY WORN THREADS ON SPINDLE 

* BENT OR CRACKED SPINDLE 

* SWIVEL PADS BADLY WORN OR MISSING FROM SPINDLE 


WHEN USING C-CLAMPS: 


* NEVER USE HAMMER OR PIPE EXTENSION TO TIGHTEN A C-CLAMP; 
ONLY HAND-TIGHTEN TO PREVENT SLIPPAGE. 


* NEVER USE C-CLAMP AS A PERMANENT HOLDING DEVICE; ALWAYS 
USE C-CLAMP ONLY AS A TEMPORARY HOLDING TOOL. 


* NEVER USE C-CLAMP TO SECURE LOADS ON MOVING VEHICLES. 
VIBRATIONS CAN CAUSE C-CLAMP TO LOOSEN. 
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* NEVER USE C-CLAMP WITH CHAIN, STRAP, CABLE OR HOOKTO LIFT OR 
MOVE A LOAD OR WORK OBJECT. 


* NEVER USE C-CLAMP TO SUPPORT ANY SCAFFOLDING. 


* NEVER WELD ANY PARTS OF C-CLAMP TO OTHER METAL OBJECTS 
BEFORE CONSULTING WILTON CORPORATION. 


DISTRIBUTED BY: 


\\/ WILTON 


300 SOUTH HICKS ROAD ® PALATINE, IL 60067 ® 708/934-6000 
TOLL FREE FAX 800-626-9676 


